
4157KB
180mm Dry Cutting
Diamond Saw 1 400W

SPECIFICATIONS: 
Blade diameter 180mm
Maximum cutting capacity
 At 90° 58mm
 At 45° 29mm
No load speed 5 800 r/min
Continuous rating input 1 400W
Overall length 354mm
Net weight 5.6kg
Power supply cord 4m
Carbon brush AC153

FEATURES: 
Double insulation, dust collection & bevel cutting 45° left.

STANDARD EQUIPMENT:
Hex wrench

OPTIONAL ACCESSORIES:
Description Part No.
180mm diameter diamond wheels
 Segmented dry type (Gold 1 2 3 4) A-87600
 Segmented dry type (Gold 1 2 3 4) B-02060

1 400W

Large dust removal opening Transparent dust box

Dust-proof construction

Bevel adjustment lever

Dust box notch

Vacuum cleaner connection port

Cutting depth adjustment

MAKITA ADVANTAGE
! Large opening for quick dust removal.

! Transparent dust box for a cleaner job site, and timely disposal of sawdust.

! Dust-proof switch and ball bearings protect the motor fan from sawdust.

! Large bevel adjustment lever for bevel custs up to 45° left.

! It is possible to easily follow the cutting line, as clear sight of the blade edge is visible through the notch 
in the dust box.

! Cutting depth adjustment up to 58mm.

! Vacuum cleaner connection port for environmentally friendly dust extraction offers better working 

This is an optimum machine for smoothly cutting 
bricks, refracotry or fibre cement boards etc.

(Tool does not come with blade)


