
SPECIFICATIONS:
 
Drilling capacity
 Concrete 12mm
 Steel 10mm
 Wood 15mm
No load speed 0 - 2 900 r/min
Blows per minute 0 - 31 000
Continuous rating input 400W
Overall dimensions (L x W x H) 239 x 67 x 188mm
Net weight 1.6kg
Power supply cord 2m
Carbon brush CB419

FEATURES:
Double insulation, variable speed & reversing

STANDARD EQUIPMENT:
Chuck key
Side grip
Depth gauge

OPTIONAL ACCESSORIES:
Description Part No.
Chuck & Key 192541-1
Type 43 Drill Stand A-36712

High quality and durability
provided by aliminium gear housing
and cylinder-shaped motor housing

2-Mode Action change lever
to select “Rotation only” or
“Rotation with Hammering”

Easy handling
from a compact and 
lightweight design

239mm

HP1230
10mm Impact Drill

Neck diameter : 43mm
This tool can be attached
to Makita Type 43 Drill Stand

Optional Accessory
Type 43 Drill Stand

Lock-on button
for continuous operation

Soft grip
ergonomically designed to provide
more comfort and control, while
minimizing operator fatigue.

Easy-to-operate triple function switch
provides optimum drilling speed

Lever to change between
Forward and Reverse rotation 

Dial for setting pre-selected speed

Variable speed control trigger

400W

This compact and robust power tool 
is a real workhorse, and its versatility 
is ideal for shopfitters.


